
All pipettes color coded by volume

No pounding needed f or tip loading
plus no force spring loaded ejection

Electronics with progr ammable
multi-dispense, mixing and more

Less fatigue and strain with ergonomic low arm and natural wrist position

www.krackeler.com
800-334-7725
sales@krackeler.com



2 Week FREE Trial
No cost, no obligation

(Available only in the U.S. and Canada)

Just complete and submit this form to receive your free demo 
or go online  at www.vistalab.com/request-a-demo

Name

Email

Phone

Address (Building & Room, Department, etc.)

Company/Institution

Preferred Distributor (optional)

Pipette model and volume Tips (non-sterile, sterile or sterile filtered)

Pipette model and volume Tips (non-sterile, sterile or sterile filtered)

Choose up to 2 Ovation models to demo and style of tips, which will be included.

Product # Volume Range Color

106-1070-0002 0.2 - 2µL

106-1070-0010 1 - 10µL

106-1070-0020 2 - 20µL

106-1070-0100 10 -100µL

106-1070-0200 20 - 200µL

106-1070-1000 100 - 1000µL

Product # Volume Range Color

106-1057-0002 0.2 - 2µL

106-1057-0010 1 - 10µL

106-1057-0020 2 - 20µL

106-1057-0100 10 -1 00µL

106-1057-0200 20 - 200µL

106-1057-1000 100 - 1000µL

• Mechanical 2-stroke (overblow)
• “Click stop” volume adjustment
• Audible “click” tip attachment
• Fully autoclavable

• Mechanical 2-stroke (overblow)
• Digital keypad volume adjustment
• Custom volume pre-sets
• Replaceable CR2 battery

M

QS

Mechanical Volume Adjustable

Quick Set Digital Volume Adjustable

Mechanically operated Pipettes
• Low-force plunger
• Built-in microtube cap opener

• Ask about multipipette sets and
fixed custom volumes

Product # Volume Range Color

106-1065-0020 0.5 - 20µL

106-1065-0125 2 - 125µL

106-1065-0250 5 - 250µL

106-1065-1250 25 -1250µL

ESC Electronic Single Channel

Product # Volume Range Color

106-1065-05mL   100µL - 5mL

106-1065-10mL   200µL - 10mL

Macro5
Macro10 Macro Volume

8-channel
Product #

12-channel
Product # Volume Color

106-1160-0020 106-1060-0020 0.5 - 20µL

106-1160-0125 106-1060-0125 2 - 125µL

106-1160-0250 106-1060-0250 5 - 250µL

106-1160-1 2 5 0 n/a 25 - 1250µL

n/a 106-1060-0850 25 - 850µL

E8
E12

Electronic Multichannel

• Custom volume pre-sets
• Power supply included

• Multi-dispensing
• Mixing
• Serial Diluting

Electronically operated Pipettes

• Built-in cap opener

Address (Street, City, State, Zip)




